
PRODUCT PARAMETER

PERFORMANCE

TUBULAR                   TRIPROOF

Operating Temperature: -30oC ~ +50oC

IP69K

Application: Parking lots, Corridors, Factory

LED Type Samsung

Power Supply Osram

Driver Type ON-OFF/1-10V/DALI

Lumens 2200lm to 7000lm

THD <20%

Input Voltage 220-240VAC, 50/60HzPower 

Factor >0.9

Material PC/PE

Fixture Colour Milky

Mounting Suspended, Wall mounted

Power: 20W, 35W, 50W Efficacy: 140lm/W
Ra: >80 CCT: 4000K - 5000K
Warranty: 5 years limited Impact Resistance: IK10
Lifetime: >50,000 hours Ingress protection: IP69K
Symmetrical uniform light distribution.
Polycarbonate body & diffuser.
Lightweight design for quick & easy installation.
Acid and Alkali corrosion resistance surface treatment
available on request.
Over voltage, under voltage, short circuit & over 
temperature protection.

Model
Number

Power
Wattage

Voltage
Lumens
@4000K

Lumens
@5000K

Controls

20: 20W 2200lm 2600lm Non-dimmable

35: 35W 4200lm 4900lm 1-10V dimming

50: 50W 6000lm 7000lm DALI dimming

Microwave Sensor

TUB-TR
220-240VAC

50/60Hz

  DIMENSION DRAWING                     SPECIFICATIONS

Microlux  Lighting  Solutions | www.microluxlighting.com | info@microluxlighting.com


	1
	2
	3

