
PERFORMANCE

LED Type Everlight

PREMIUM                   TRIPROOF

Power Supply Osram
Driver Type Osram with DIP Switch 
Lumens         1440lm to 7800lm

Operating Temperature: -10oC ~ +40oC

Fast connector               Suspension kit                     Mounting clips

Power: 12-20W, 25-40W, 35-60W
4-power-in-1 And CCT Tunable
Efficacy: Upto 130lm/W
Ra: >80,  CCT: 3000K/4000K/5000K
Anti-glare cover to make better light effect
Anti-drop clips between housing and cover
Options: Microwave Motion Sensor and Emergency Pack
Mounting: Surfaced/Suspended 
Warranty: 5 years limited 

THD <20%

Input Voltage 220-240VAC, 50/60Hz

Power Factor    >0.9

Material Polycarbonate (PC)

Fixture Colour Grey base/Transparent & striped cover

CRI    >80

Protection Class I

LIGHT DISTRIBUTION CURVE   SPECIFICATIONS

POWER & CCT SWITCH

Power settings                                                              CCT settings
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PRODUCT PARAMETER

PREMIUM                   TRIPROOF

WIRING

DIMENSION DRAWING

Model
Number

Power
Wattage +10%

Luminous
Flux +10%

Beam
Angle

Light
efficacy

CCT

20: 12-20W 1440 ~ 2600lm 120lm/W, @3000K 3: 3000K

40: 25-40W 3000 ~ 5200lm 130lm/W, @4000K 4: 4000K

60: 35-60W 4200 ~ 7800lm 130lm/W, @5000K

x: wattage, x: CCT

5: 5000K

TRI-PR-x-x-x 120o
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